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¢ / HAROLD LEGGETT, PH.D.
. SECRETARY

} State of Louigiana
! DEPARTMENT,OF ENVIRONMENTAL QUALITY
ENVIRONMENTAL SERVICES

OCT 0 5 2008

‘ CERTIFIED MAIL 7009 1680 0001 7227 4091 -RETURN RECEIPT REQUEST

BoBBY JINDAL
GOVERNOR

File No.: LA0124711
AlNo.: 33579
Activity No.: PER20090001

Mr. Dennis Miranda
ADM Grain Company
RG-1 Barge Facility
Post Office Box 97
Ama, Louisiana 70031

RE:  Draft Louisiana Pollutant Discharge Elimination System (LPDES) permit to discharge maintenance
ballast and void water, equipment/deck washdown water, and treated sanitary wastewater (o the
Mississippi River from an existing mobile midstream dry bulk transfer facility operating between
Mississippi River Miles 110 and 155, Plaquemines, St. Bernard, Orleans, Jefferson, St. Charles, St.
John the Baptist, and St. James Parishes.

Dear Mr. Miranda:

The Department of Environmental Quality proposes to issue an LPDES permit with the effluent limitations,
monitoring requirements, and special conditions listed in the attached DRAFT PERMIT. Please note that
this is a DRAFT PERMIT only and as such does not grant any authorization to discharge. Authorization to
discharge in accordance with this permitting action will only be granted after all requirements described
herein are satisfied and by the subsequent issuance of a FINAL PERMIT.

This Office will publish a public notice one time in the local newspaper of general circulation, and in the
Department of Environmental Quality Public Notice Mailing List. A copy of the public notice containing
the specific requirements for commenting to this draft permit action will be sent under separate cover at the
time the public notice is arranged. In accordance with LAC 33:1X.6521.A, the applicant shall receive and is
responsible for paying the invoice(s) from the newspaper(s). LAC 33:1X.6521 states, "..The costs of
publication shall be borne by the applicant.”

The invoice, fee rating worksheet, and a copy of the fee regulations will be sent under a separate cover
letter as applicable. Please note that a copy of the fee rating worksheet is also attached to this draft permit,
A copy of the entire Louisiana Water Quality Regulations may be obtained from the LDEQ Office of
Environmental Assessment, Post Office Box 4314, Baton Rouge, Louisiana 70821-4314, (225) 219-3236.

Pursvant to LAC 33:1X.1309.1, LAC 33:1X.6509.A.1 and LAC 33:1.1701, you must pay any outstanding
fees to the Department. Therefore, you are encouraged to verify your facility's fee status by contacting
LDEQ's Office of Management and Finance, Financial Services Division (225) 219-3863 or accessing

Q's website at www.deq.touisiana.gov. Failure:to pay in the manner and time prescribed could result
in applicable enforcement actions as prescribed in“the Environmental Quality Act, including, but not

fimited to, Tevocation or suspension of the applicable permit and/or assessment of a civil penalty -against
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ax 225-219-3309

wwwdeq.louisiana gov
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For sanitary treatment plants, the plans and specifications must be approved by the Department of Health
and Hospitals, Office of Public Health, P.0O. Box 4489, Baton Rouge, Louisiana 70821-4489, (225) 342-
7395. L

Should you have any questions concerning any part of the DRAFT PERMIT, public notice requirements, or
fee, please contact Michelle Bickham, Office of Environmental Services, at the address on the preceding
page, telephone (225) 219-3082. To ensure that all correspondence regarding this facility is properly filed,
please reference your Agency Interest number 33579 and LPDES permit number LA0124711 on all future
correspondence to this Departrent.

Sincerely,

Qs Chinny

Jesse Chang, Environmental Scientist Manager
Industrial Water Permits Section

mlb
Attachment(s) including draft permit, Attachments 1, 2, 3, and 4, statement of basis and fee sheet:

c: Michelle Bickham
Water Permits Division _ ‘

10-W

ec: Ms. Gayle Denino
Office of Management & Finance

Permit Compliance Unit
Office of Environmental Compliance

Cheryl Lejeune
Water Permits Division -

Public Participation Group (for PN)
Office of Environmental Assistance




LDEQ-EDMS Document 43483028, Page 3 of 44

| DRAFT

PERMIT No.: LA0124711
Al No.: 33579

LOUISIANA

OFFICE OF ENVIRONMENTAL SERVICES

Water Dlscharge Permit

Pollutant Discharge Elimination System permit is issued authorizing
ADM Grain Company
RG-1 Barge Facility
Post Office Box 97
Ama, Louisiana ?0031
Type Facility: mobile midstream dry bulk transfer facility
Location: operating between Mississippi River Miles 110 and 155
and St. James Parishes

Receiving Waters: Mississippi River, (Subsegmgm 070301)

Parts 1, 11, and IIT attached hereto.

This permit shall become effective on

; This permit and the authorization to discharge shall expire five (5) years from the effectlve
date of the permit.

‘ Issued on

Pursuvant to the Clean Water Act, as amended (33 U.S. C 1251 et seq.), and the Louisiana Environmental Quahty
Act, as amended (La. R. 8. 30:2001 et seq.), rules and regulations effective or promulgated under the authority of
said Acts, and in reliance on statements and representations heretofore made in the application, a Louisiana

Plaquemines, St. Bernard, Orleans, Jefferson, St. Charles, St. John the Baptist,

to discharge in accordance with effluent llmltatmns, momtormg requirements, and other conditions set forth in

DRAFT

Chervl Sonnier Nolan
} er-Nola

Assistant Secretary

- BOX 433+ BATON RGUGE. 1A 708214313 (2"5) 219-3181
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Part |

Page 2 of 4 -
Permit No. Draft LACG124711
Al No, 33579

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

During the period beginning__the effective date and lasting through__the expiration date _the permittee is authorized to discharge
from:

Outfall {*1) A, the intermittent discharge of maintenance ballast and void water (*2)

Such discharges shall be limited and monitored by the permittee as specified below:

Effluent Characteristic Discharge Limitations Monitoring Requirements
Other Units
(Ibs/day, UNLESS STATED) (mg/L, UNLESS STATED)

STORET Monthly Daily Monthly Daily Measurement  Sample

Code . Average’  Maximum Average Maximum  Frequency Type
Flow-MGD 50050 Report Report --- --- 1/discharge Estimate
CoD 00340 - - 250 1/discharge (*3) Grab
Oil and Grease 03582 —— : - --- 15 1/discharge (*3) Grab
pH —Allowable Range 00400 - - 6.0 (*4) 9.0 (*4) 1/discharge (*3) Grab

{Standard Units) (Min) (Max)

There shall be no discharge of floating solids or visible foam in other than trace amounts, nor of free oil or other oil materials, nor of toxic
malterials in guantities such as to cause acute toxicity to aquatic organisms. Furthermore, there shall be no visible sheen or stains
attributable to this discharge.

Samples taken in compliance with the monitoring requirements specified ab

Outfall (*1) A, at the point of discharge from the barge prior to combining with other waters. Testing is only required if a visible oi)
sheen is present, .

FOOTNOTE(SY):

(*1) See Attachment 2 for the appropriate outfall and vessel designation.

(*2) See Part 11, Paragraph M.

(*3) Testing for COD, Oil & Grease, and pH is only required if a visible oil sheen is present. If a visual inspection can be
conducted, the compartment containing the ballast water must be inspected for a visible sheen prior to the discharge event. If a
visible oil sheen is observed in the compartment containing the ballast water prior to the discharge event or if an oil sheen is
observed during the discharge event, testing for COD, Oil & Grease, and pH is required.

(*4) The permittee shall report on the Discharge Monitoring Reports both the minimum and maximum instantaneous pH values
measured. -

o
g

[IERELY
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Part 1
Page 3 of 4
Permit No, Draft LA0124711
\ : Al No. 33579
EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

During the pertod beginning__the effective date _and lasting through__the expiration date _the permittee is authorized to discharge
from:

| Outfall (*1) B, the intermittent discharge of equipment/deck washdown water when transferring commodities other than coal or
coke

|
|
I Such discharges shall be limited and monitored by the perminee as specified below:

i

‘ " Effluent Characteristic Discharge Limitations o Monitoring Requirements
. Other Units
(Ibs/day, UNLESS STATED) (mg/L, UNLESS STATED)
STORET Monthly  Daily Monthly Daily Measurement  Sample
Code Average  Maximum Average Maximum  Frequency Type

See Part 11, paragraphs J, K, and L.
There shall be no discharge of floating solids or visible foam in other than trace amounts, nor of free oil or other oil materials, nor of toxic

materials in quantities such as to cause acute toxicity to aquanc organisms. Furthermore, there shall be no visible sheen or staing
attributable to this discharge.

FOOTNOTE(S):

(*1) See Antachment 2 for the appropriate outfall and vessel designation.
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Part |

Page 4 of 4

Permit No. Draft LA0124711
Al No. 33579

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

During the period beginning__the effective date and lasting through__the expiration date _the permittee is authorized to discharge
from:

Outfall (*1) C, the intermittent discharge of treated sanitary wastewater (*2)

Such discharges shall be limited and monitored by the permitiee as specified below:

Effluent Characteristic Discharge Limitations Monitoring Requirements
) Other Units
(lbs/day, UNLESS STATED) (mg/L, UNLESS STATED)

STORET Monthiy Daily Monthly Daily Measurement  Sample

Code Average Maximum Average Maximum  Frequency Type
Flow-MGD 50050  Report Report - - 1/6 months Estimate
BOD; 00310 --- - 30 45 1/6 months Grab
TSS 00530 - - 30 43 1/6 months Grab
Fecal Coliform

Colonies/100 m} 74055  --- --- 200 400 1/6 months Grab

pH ) 00400  --- - 6.0(*3) 9.0{*3) 1/6 months Grab
_{Standard Units) (Min) (Max)

There shall be no discharge of floating solids or visible foam in other than trace amounts, nor of free oil or other oil materials, nor of toxic

materials in quantities such as to cause acute toxicity to aquatic organisms. Furthermore, there shall be no visible sheen or stains
attributable 10 this discharge.

Samples taken in compliance with the monitoring requirements specified above shali be taken at the following location(s):

Outfall (*1) C, at the point of discharge from the sewage treatment plant prior to combining with other waters.

FOOTNOTE(S):
(*1) See Attachment 2 for the appropriate outfall and vessel designation.
(*2) See Part II Paragraph P,

(*3) The permittee shall report on the Discharge Monitoring Repbns both the minimum and maximum instantaneous pH values
measured,
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’ Page 1 of 6
Permit No. Draft LA0124711
AI'No. 33579
PART 11

OTHER REQUIREMENTS

In addition to the standard conditions required in all permits and listed in Part 111, the Office has
established the following additional requirements in accordance with the Louisiana Water Quality
Regulations, :

A. The Department of Environmental Quality reserves the right to impose more stringent
discharge limitations or additional restrictions, if necessary, to maintain the water quality
integrity and the designated uses of the receiving water bodies. :

B. This permit does not in any way authorize the permittee to discharge a pollutant not listed or
‘ quantified in the application or limited or monitored for in the permit.

C. Authorization to discharge pursuant to the conditions of this permit does not relieve the
permittee of any liability for damages to state waters or private property. For discharges to
private land, this permit does not relieve the permittee from obtaining proper approval from
the landowner for appropriate easements and rights of way,

D. For definitions of menitoring and sampling terminology see Part 111, Section F.

E. 24-HOUR ORAL REPORTING: DAILY MAXIMUM LIMITATION VIOLATIONS

Under the provisions of Part II1.D.6.e.(3) of this permit, violations of daily maximum
limitations for the following pollutants shall be reported orally to the Office of Environmental
Compliance within 24 hours from the time the permittee became aware of the violation
followed by a written report in five days. i

Pollutant(s):

None

F. 40 CFR PART 136 (See LAC 33:1X.4901) ANALYTICAL REQUIREMENTS

Unless otherwise specified in this permit, monitoring shall be conducted according to
analytical, apparatus and materials, sample collection, preservation, handling, etc., procedures
listed at 40 CFR Part 136, and in particular, Appendices A, B, and C (See LAC 33:IX.4901).

G. FLOW MEASUREMENT "ESTIMATE" SAMPLE TYPE

If the flow measurement sample type in Part I is specified as "estimate”, flow measurements
shall not be subject to the accuracy provisions established at Part [11.C.6 of this permit. The
daily flow value may be estimated using best engineering judgement. :

H. The permittee shall achieve compliance with the effluent limitations and monitoring
requirements specified for discharges in accordance with the following schedule:

Effective date of the permit
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Page 2 of 6
Permit No. Draft LAQ12471]
Al No. 33579

PARTII

OTHER REQUIREMENTS

1.  PERMIT REOPENER CLAUSE

This permit may be modified, or alternatively, revoked and reissued, to comply with any
applicable effluent standard or limitations issued or approved under sections 301(b)(2)(C) and
(D); 304(b)(2); and 307(a)(2) of the Clean Water Act or more stringent discharge limitations
and/or additional restrictions in the future to maintain the water quality integrity and the
designated uses of the receiving water bodies based upon additional water quality studies
and/or TMDL's, if the effluent standard, limitations, water quality studies or TMDL’s so
issued or approved:

1. Contains different conditions or is otherwise more stringent than any effluent limitation
in the permit; or .

2. Controls any pollutant not limited in the permit; or
3. Require reassessment due to change in 303(d) status of waterbody; or

4. Incorporates the results of any total maximum daily load allocation, which may be
approved for the receiving water body.

|  The Louisiana Department of Environmental Quality (LDEQ) reserves the right to modify or

revoke and’ reissue this permit based upon any changes to established TMDL's for this
discharge, or to accommodate for pollutant trading provisions in approved TMDL watersheds
as necessary to achieve compliance with water quality standards. Therefore, prior to
upgrading or expanding this facility, the permittee should contact the Department to

determine the status of the work being done to establish future effluent limitations and
additional permit conditions.

J. BARGES BMPS N

General requirements for barges/vessels carrying all types of cargo and/or supporting activity,
| i.e., barge/vessel washing, work barges/vessels, bunkering barges/vessels, midstream
| refueling barges/vessels, barges/vessels carrying coal, coke, grain, rock, chemical, or any
other cargo are described in the following,

Best Management Practices (BMP) shall be used to prevent the discharge of contaminated
waters or cargo and shall be at least equivalent to the following:

I. Louisiana Administrative Code Title 33:IX.9 Spill Prevention and Control (SPC) does

apply to all tanks and equipment mounted on barge/vessel surfaces as well as to any
tanks on shore. All pumps, tanks, vessels or other equipment on work or washwater
barges/vessels shall be placed on impervious decks and provided with spill containment
systems such as curbs, gutters, sumps or absorbents and dri ini
spills of o1l and other materials.
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- OpPeIEIOPS Tndih pldce of business and shall be provided

3. ADM Grain Company office personne
upon request of Department personnel.
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