HURRICANE ISAAC RESPONSE
STOLTHAVEN INCIDENT (AI#87738)
BRAITHWAITE, PLAQUEMINES PARISH

DAILY UPDATE – SEPTEMBER 20, 2012

UNITED STATES COAST GUARD (USCG) & LOUISIANA STATE POLICE (LSP) HAVE DETERMINED THE RESPONSE TO THIS INCIDENT IS NOW POST-EMERGENCY AS OF 1800 hrs ON SEPTEMBER 15, 2012. 
USCG HAS DEMOBILIZED AS OF SEPTEMBER 19, 2012.  
USCG SECTOR NEW ORLEANS WILL HAVE A LIASON AVAILABLE TO LDEQ IF NEEDED .
CURRENTLY, LDEQ IS THE LEAD AGENCY
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OFFSITE SAMPLING
1. LDEQ conducted an evaluation of sample areas with CTEH to ensure representative sample areas are being targeted 
1. LDEQ continuing monitoring and oversight of sampling activities
1. Number of offsite samples taken through 9/18/12:
2. Offsite surface water samples – 39
2. Offsite residential soil samples – 28
2. Offsite soil samples - 18


TANK FARMS
1. Tank Farm “A” (Lubricating Oils)
0. Containment liquid level is being lowered, contents of secondary containment being pumped into Tank A50-7 for storage until it can be disposed of offsite
1. Tank Farm “B”
1. Styrene Monomer tanks (B50-10 & B50-12) are stable.  Portable chiller unit is currently being utilized to maintain optimum temperatures.    
1. Liquid contents of Tank Farm “B” secondary containment being pumped into “slop tank” E12.5-14.  Cleanup/decon of the secondary containment is ongoing in order to achieve normal permitted stormwater discharge status
0. Sampling of tank contents, frac tanks, and secondary containment (including sediment) is being conducted to quantify the amount of DEA that has been contained on site.
1. Tank Farm “D/E” 
2. Scrubbers for Methyl Acrylate (MA) tanks D8-4 & E12.5-6 are operating.  The scrubbers are located within the secondary containment.  Temporary scrubber solution cycling is being achieved through the use of air-driven pumps and portable air compressors.  Flow rates, pH, and operational checks of the compressors and pumps are being monitored
2. Scrubber for MA tank D-8-4 observed by LDEQ to be below 50 gpm.  Facility was informed of the issue, and workers were dispatched to correct it. 
[image: cid:image001.jpg@01CD9760.F94389E0]
Flow meter for scrubber solution.


OFFSITE DRUM AND TOTE RECOVERY/RECON
1. Container recovery and recon is currently being evaluated to address areas that have not been reconned/scouted for possible orphaned containers
1. Evaluation of offsite locations being conducted by LDEQ to ensure all areas have been addressed.

PRODUCT SAMPLE RETENTION STORAGE (i.e. Sample Box)
1. Cleanup of one of the two buildings is 98% complete.  Building needs to be deconned and will be evaluated by LDEQ.
1. Cleanup of second sample retention building began today 
  
WASTE WATER TREATMENT PLANT
1. WWTP is not operational.
1. Equalization tanks being used for storage of wastewater
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