
 

Facility Name: __________________________________________________________________________________________________________ 

Facility Address: ____________________________________________City: ____________________________ Zip Code: ___________________ 

Sump ID: _______________________  

Date Leak Check 
Performed 

(mm/dd/yy) 

Result of Monthly Visual Inspections 
Inspector’s 

Initials Sump Dry (Y/N) 
(Amount of Water) 

Product Observed (Y/N) 
(Type and Amount) 

Corrective Action Taken 

     

     

     

     

     

     

     

     

     

     

     

     

 

NOTE: A facility that performs manual interstitial monitoring is required to inspect sumps every 30 days in accordance with LAC 33:XI:701.B.4. 

Three years of monthly release detection records must be maintained in accordance with LAC 33:XI.705.A.2, and this form may be used to 

document the monthly visual sump inspections.  If product is observed in a dispenser or submersible pump sump, there exists a potential leak in 

the piping system.  The source of the product must be investigated and corrective action taken to address the leak in accordance with LAC 

33:XI:711.  If a suspected release of product has occurred, it must be reported to Louisiana Department of Environmental Quality (LDEQ) Single 

Point of Contact (SPOC) within 24 hours at 225-219-3640 or 888-763-5424 in accordance with LAC 33:XI:707.A. 

PIPING INTERSTITIAL MONITORING 

MONTHLY VISUAL INSPECTION OF PIPING SUMP RECORD 

Louisiana Department of Environmental Quality 

Underground Storage Tank and Remediation Division 


