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6.AB. Sector AB.  Transportation Equipment, Industrial or Commercial Machinery 

 

6.AB.1 Covered Storm Water Discharges 
 
The requirements in 6.AB apply to storm water discharges associated with industrial activity 

from Transportation Equipment, Industrial or Commercial Machinery facilities as identified by 

the SIC Codes specified in Table 1 of Part 1 of this MSGP for Sector AB facilities.  You must 

comply with the Part 6 sector-specific requirements associated with your primary industrial 

activity and any co-located industrial activities as defined in Part 12.  The sector-specific 

requirements apply to those areas of your facility where those sector-specific activities occur.   

 

6.AB.2 Industrial Activities Covered by Sector AB  
 
The SIC codes covered under Sector AB are: 

 

3511-3599 (except 3571-3579), 3711-3799 (except 3731, 3732) 

 

The types of activities that permittees under Sector AB are primarily engaged in are: 

 

6.AB.2.1 industrial plant yards; 

 

6.AB.2.2 material handling sites; 

 

6.AB.2.3 refuse sites; 

 

6.AB.2.4 sites used for application or disposal of process wastewaters; 

 

6.AB.2.5 sites used for storage and maintenance of material handling equipment; 

 

6.AB.2.6 sites used for residual treatment, storage, or disposal; 

 

6.AB.2.7 shipping and receiving areas; 

 

6.AB.2.8 manufacturing buildings; 

 

6.AB.2.9 storage areas for raw material and intermediate and finished products; and 

 

6.AB.2.10 areas where industrial activity has taken place in the past and significant materials 

remain and are exposed to storm water. 
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6.AB.3 Storm Water Pollution Plan Requirements 
 
 

Table AB.1-SECTOR-SPECIFIC SWPPP REQUIREMENTS 
 
Part of 

Permit 

Affected 

 
Supplemental Requirements 

Note: In addition to the following requirements, you must also comply with the 

requirements listed in Part 4 of the MSGP. 
 
4.2.2 

 
6.AB.3.1 Drainage Area Site Map.    Identify in your SWPPP where any of the 

following may be exposed to precipitation or surface runoff:  vents and stacks 

from metal processing and similar operations. . 
 
4.4 

 
6.AB.3.2 Non-storm Water Discharges.  If a facility discharges wastewater, 

other than storm water, via an existing LPDES permit, a copy of the LPDES 

permit authorizing the discharge must be attached to the plan. If a facility 

submitted an application for an LPDES permit for non-storm water discharges, but 

has not yet received the permit, a copy of the permit application must be attached. 

Upon issuance or reissuance of an LPDES permit, the facility must modify its plan 

to include a copy of that permit.  For facilities that discharge wastewater, other 

than solely domestic wastewater, to a Publicly Owned Treatment Works (POTW), 

the facility must notify the POTW of its discharge.  Proof of this notification 

should be attached to the plan in the form of either a copy of the permit issued by 

the treatment plant to the facility or a copy of the letter to the POTW. 

 

6.AB.4 Additional Monitoring 

 
 

Table AB.2 – SECTOR-SPECIFIC NUMERIC EFFLUENT LIMITATIONS and 

BENCHMARK MONITORING 
 

Part of Permit Affected/Supplemental Requirements 

Note: In addition to the following requirements, you must also comply with the 

requirements listed in Part 5 of the MSGP.  If your SIC code is not listed below, then 

numeric limitations and benchmark monitoring do not apply except as  

otherwise noted below. 

Subsector  
 

(You may be subject to 

requirements for more than 

one sector/subsector.) 

Parameter 

Benchmark 

Monitoring 

Concentration
1
 

Numeric 

Limitation
2
 

Industrial and Commercial 

Machinery (3511-3599, except 

3571-3579) 

Total Organic 

Carbon (TOC) 
--- 50 mg/L 

Oil & Grease --- 15 mg/L 

1  
Monitor once/quarter for the year 2 and year 4 monitoring years (see 5.4.2 for possible year 4 

monitoring waiver).  
     

2  
The discharge from this permitted outfall shall not exceed a Daily Maximum of 50 mg/L 

Total Organic Carbon (TOC) or 15 mg/L Oil and Grease.  Unless required by Part 5.10 of 

this permit, analytical sampling and analysis of these parameters on a regular basis are 

not required. 
  




