ENVIRONMENTAL
ASSESSMENT FINDINGS SUMMARY TABLE

Domain

Finding

Air

Follow-up leak verification tests performed for CFCs within 30 days after the initial verification tests were not
available during the audit and the tests were not available to indicate that the repairs were successful for the
units greater than 50 Ibs.

Air

The vent on the Large Digester Diffusion Washer had a visual flow (steam flowing out of the vent). In addition,
the vent is not included in the LDAR list of "components” (as an opening) in the site inspection plan.

Air

Upon inspection the pulping condensate line to the Large Digester Diffusion Washer had a leak (water flowing
out of the outside of the casing, but collected in a trough that flows into the diffusion washer) and there was
steam emitted from the area.

Air

The Annual Compliance Certification did not specifically state whether compliance with each individual permit
condition was intermittant or continuous.

Air

No. 21 Recovery Furnace. The Mill has no records of BL sulfidity or other documentation to certify compliance
with the SO2 and H2SO4 emission limits in the Title V permit.

Air

The reported combined vent time for LVHC and HVLC venting from Jan - June 2010 exceeded the 4%
allowance for the recovery furnace (the control device). Note: the vent time reported includes previously
allowed SSM venting

Air

The site inspection plan does not contain a drawing or schematic of the components of applicable affected
equipment nor can it be verified that it identifies all components in the HVLC, LVHC, and condensate collection
and treatment systems.

Air

Periodic preventive maintenance and calibration records for continuous parameter monitors were not available
during the audit.

Air

Some spare parts listed in the monitoring plans/manuals were not available during the audit.

Air

Corrective actions if RF20 ESP fields are out of service and alternative monitoring of fan amps for smelt
dissolving tank scrubbers is not included in the current MACT |l monitoring plan.

Air

No QA/QC plan for the TRS monitor on RF21 or the NOX monitor on HFB12 were available during the audit.

Air

The component list on the annual inspection reports reviewed was not the same as the list in the current site
inspection plan. The leak repair documentation provided for review in 2010 did not always include the reason
for delay of repairs greater than 15 days, details on the schedule, and reason for the leak that was fixed.
Records of the annual negative pressure tests could not be produced for the Large Digester Diffusion Washer.
It could not be verified what other sources have enclosure openings that require the annual negative pressure
tests.

Air

Some records of weekly visual opacity inspections being performed for recovery furnace 20 were not available
during the audit. Also, some daily visual opacity inspections for sawdust cyclone and rechipper cyclone were
not available during the audit. Some weekly recovery furnace 20 inspection forms had only date and inspector,
no record of observed emissions.

Air

Leak rate calculations for refrigeration units greater than 50 Ibs of charge were not available during the audit.

Air

Documentation of the Method 21 instrumentation calibrations are not included in the LDAR annual report and
could not be produced for review during the audit.

Air

The following deficiencies were noted in the NSPS Reports

- The reports did not have the date of the latest CMS Certification or Audit

- The reports did not include excess emissions or CMS downtime for the temperature probe at the Lime Kiln for
combustion of gases

- The annual capacity reports were submitted on a different schedule than the required monitoring periods of
January 1 - June 30 and July 1 - December 31

- Reports did not include scrubber flow rate and differential pressure for the No. 10C and No. 12 Power Boilers
- Reports for Power Boilers No. 10C and 12 were submitted on an semiannual basis rather than the required
quarterly frequency

Air

The MACT I and Il Reports did not have the date of the latest CMS certification or audit

Water

Documentation was not available during the audit for the testing of level sensing devices for SPCC-regulated
bulk storage tanks (i.e., not drums or totes).

Waste

A spill of approximately 200 gallons of fuel oil was not immediately reported to the LDEQ. The spill was to
secondary containment, was cleaned up immediately upon discovery, and did not migrate offsite. This reporting
requirement should also be reflected in the 2009 and 2011 SPCC plans.

Water

Annual SPCC and SWPPP training was partially documented for 2009 and 2010; the number of employees
trained was less than the mill population.

Water

Documentation for the emergency responders' training was not included in the SPCC records.

Other

Documentation of required self-assessment of the Radiation Protection program was not available during the
audit.

Waste

There was evidence of a spill near the Tall Oil Truck Loading area (on dirt). Contaminated material was not
removed.

Other

The air emissions for several chemicals (methanol, ammonia, zinc, etc.) reported in the Form R report for
RY2010 do not match the air emissions reported in ERIC for RY2010 (both initial and revised reports).

Other

Use of nitrate compounds needs to be evaluated for reporting under Form R. The current TRI reports indicate
that no nitrate compounds are used at the wastewater treatment system.

Water

At the Varnado staging area, the sludge contractor has staged a portable diesel tank (>660 gallons) with no plan
and no containment.

Waste

Hazardous material bills of ladings and/or manifests are being signed by personnel who have not received DOT
Hazardous Material Shipper Training.

Temple-Inland Environmental Health and Safety Assessment Program

EHS AFST
12/22/2011

Page 1 of 2



ENVIRONMENTAL
ASSESSMENT FINDINGS SUMMARY TABLE

Domain Finding
Stormwater samples collected in the 1Q 2011 and 4Q 2010 were not collected within 30 minutes of discharge
Water and the reason for delay was not documented.
Upon inspection, it was determined that the stormwater samples collected for Outfall 001 were not at the
Water location indicated in the SWPPP. Further, could not be determined where Outfall 001 was located and if
industrial activities would drain to that area.
Documentation of quarterly stormwater visual inspections was not available for the following sampling periods:
Water 3Q 2010, 2Q 2010 (incomplete), 1Q 2010 (incomplete), 2Q 2009 (also no benchmark sample).
Water A copy of an NOI noting the change in ownership to Temple Inland (LPDES permit) was not available during the

audit.
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