Pearl River Fish Kill Incident Summary: LDEQ 9/18/2011 4:00 PM

1. DEQ staff manned the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this afternoon at the facility.
1. The following readings were taken from the flow meter at the West Weir @ 12:13.
0. Flow:  10.09 MGD
0. Totalizer:  238.3562 MGAL
0. Inches over weir: 8.508 in
0. pH: 7.69
0. Specific Conductivity: 1961 µS/cm
1. The following readings were taken from the flow meter at the Middle Weir @ 12:16.
1. Flow: 3.20 MGD
1. Totalizer: 55.3836 MGAL
1. Inches over weir: 3.921 in
1. The following readings were taken from the flow meter at the East Weir @ 12:17.
2. Flow:  2.80 MGD
2. Totalizer:  14.3739 MGAL
2. Inches over weir: 3.587 in
2. pH: 7.76
2. Specific Conductivity: 1825 µS/cm
2. Temperature:  84.5° F
1. Final Effluent could not be observed due to high river stage.
1. DEQ staff members conducted water quality monitoring of the Upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff. Only one site (Poole’s Bluff) was accessible due to the high water level .  Readings for this site are attached to this situational report.
1. The Pearl River’s current stage is 20.50.’
1. No air monitoring was conducted today.

Pearl River Fish Kill Incident Summary: LDEQ 9/18/2011 9:00 AM

1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff members conducted a water inspection this morning at the facility.
4. The following readings were taken from the flow meter at the West Weir @ 08:22.
0. Flow:  10.03 MGD
0. Totalizer:  236.7380 MGAL
0. Inches over weir: 8.500 in
0. pH: 7.69
0. Specific Conductivity: 1929 µS/cm
4. The following readings were taken from the flow meter at the Middle Weir @ 08:27.
1. Flow: 3.27 MGD
1. Totalizer: 54.8683 MGAL
1. Inches over weir: 3.980 in
4. The following readings were taken from the flow meter at the East Weir @ 08:28.
2. Flow:  2.78 MGD
2. Totalizer:  13.9335 MGAL
2. Inches over weir: 3.547 in
2. pH: 7.74
2. Specific Conductivity: 1806 µS/cm
2. Temperature:  79.7° F
4. Final Effluent could not be observed due to high river stage.
1. DEQ staff members  will conduct water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
1. No air monitoring is planned for today.

Pearl River Fish Kill Incident Summary: LDEQ 9/17/2011 4:00PM

1. DEQ staff member manned the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this afternoon at the facility.
8. The following readings were taken from the flow meter at the West Weir @ 12:16.
0. Flow:  9.61 MGD
0. Totalizer:  228.5590 MGAL
0. Inches over weir: 8.228 in
0. pH: 7.73
0. Specific Conductivity: 1940 µS/cm
8. The following readings were taken from the flow meter at the Mid Weir @ 12:19.
1. Flow: 2.80 MGD
1. Totalizer: 52.2817 MGAL
1. Inches over weir: 3.579 in
8. The following readings were taken from the flow meter at the East Weir @ 12:20.
2. Flow:  2.43 MGD
2. Totalizer:  11.7720 MGAL
2. Inches over weir: 3.276 in
2. pH: 7.75
2. Specific Conductivity: 1843 µS/cm
2. Temperature: 80.6 F
8. Final Effluent could not be observed due to high river stage.
1. Water quality monitoring was conducted by DEQ staff of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.  The monitoring results are attached to this report.
1. No air monitoring was conducted today.


Pearl River Fish Kill Incident Summary: LDEQ 9/17/2011 9:00 AM

1. DEQ staff member is manning the Command Post at the Temple Inland facility.
1. DEQ staff members conducted a water inspection this morning at the facility.
12. The following readings were taken from the flow meter at the West Weir @ 08:10.
0. Flow:  9.42 MGD
0. Totalizer:  226.9984 MGAL
0. Inches over weir: 8.098 in
0. pH: 7.73
0. Specific Conductivity: 1950 µS/cm
12. The following readings were taken from the flow meter at the Mid Weir @ 08:15.
1. Flow: 2.99 MGD
1. Totalizer: 51.8034 MGAL
1. Inches over weir: 3.768 in
12. The following readings were taken from the flow meter at the East Weir @ 08:19.
2. Flow:  2.55 MGD
2. Totalizer:  11.3142 MGAL
2. Inches over weir: 3.374 in
2. pH: 7.75
2. Specific Conductivity: 1857 µS/cm
12. Final Effluent could not be observed due to high river stage.
1. Water quality monitoring will be conducted of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
1. No air monitoring is planned for today.
Pearl River Fish Kill Incident Summary: LDEQ 9/16/2011 4:00PM 
1. DEQ staff manned the Command Post at the Temple Inland facility.
1. DEQ staff members conducted two water inspections at the facility.  The morning results were sent the morning situation report and the afternoon results are as follows:
2. Afternoon inspection results:
0. West Weir  12:45 PM
0. Totalizer: 219.2339 MGAL
0. Instantaneous Flow: 9.89 MGD
0. Inches over Weir: 8.366
0. pH: 7.72
0. Specific Conductivity: 1908
0. Middle Weir 12:50 PM
1. Totalizer: 49.3869 MGAL
1. Instantaneous Flow: 2.96 MGD
1. Inches over Weir: 3.748
1. pH: --
1. Specific Conductivity: --
0. East Weir 12:52 PM
2. Totalizer: 9.2679MGAL
2. Instantaneous Flow: 2.52 MGD
2. Inches over Weir: 3.358
2. pH: --
2. Specific Conductivity: --
0. Effluent 
3. pH: 7.69
3. Specific Conductivity: 1851
3. Temperature: 79.3 F
2. On 9/15/2011 the facility had a power outage from 3:17PM to 3:48PM.  The power outage was caused due to a power cable being installed for electrical upgrade to the site.  The flow readings were not affected by the power outage.
1. DEQ staff members conducted water quality monitoring of the Pearl River.  Only one site (Poole’s Bluff) was accessible due to the high water level .  Readings for this site are attached to this situational report.
1. DEQ staff inspected the Upper Pearl River landings (HWY10, Richardson’s Landing, Poole’s Bluff).  No dead fish were noted this morning.
1. The Pearl River’s current stage is 20.56’.
1.  No air monitoring or flyovers are planned for today.
Pearl River Fish Kill Incident Summary: LDEQ 9/16/2011 9:00AM 
1. DEQ staff members are manning the Command Post at the Temple Inland facility.
1. DEQ staff will conduct two water inspections at the facility.  One this morning and one this afternoon.
7. Morning inspection results:
0. West Weir  8:45AM
0. Totalizer: 217.6055 MGAL
0. Instantaneous Flow: 9.49 MGD
0. Inches over Weir: 8.146
0. pH: 7.62
0. Specific Conductivity: 1874
0. Middle Weir 8:51AM
1. Totalizer: 48.8920 MGAL
1. Instantaneous Flow: 2.96 MGD
1. Inches over Weir: 3.724
1. pH: --
1. Specific Conductivity: --
0. East Weir 8:53 AM
2. Totalizer: 8.8438 MGAL
2. Instantaneous Flow: 2.51 MGD
2. Inches over Weir: 3.339
2. pH: --
2. Specific Conductivity: --
0. Effluent 
3. pH: 7.61
3. Specific Conductivity: 1835
3. Temperature: 75.2 F
1. DEQ staff members are planning to conduct water quality monitoring Pearl River.  
1. DEQ staff inspected the Upper Pearl River landings (HWY10, Richardson’s Landing, Poole’s Bluff).  No dead fish were noted this morning.
1. The Pearl River’s current stage is 20.56’.
1. No air monitoring or flyovers are planned for today.

Pearl River Fish Kill Incident Summary: LDEQ 9/15/2011 4:00 PM
1. DEQ staff is manning the Command Post at the Temple Inland facility
1. No air monitoring was conducted today.
1. DEQ staff members conducted water quality monitoring of the Pearl River at Poole’s Bluff and Richardson’s landing.  Readings were taken knee deep in the parking lot at Richardson’s landing due to high water.   No monitoring conducted at Hwy 10 boat launch due to high river stage.  
17. The following readings were taken from the flow meter at the West Weir @ 13:10.
0. Flow:  9.86 MGD
0. Totalizer:  209.7813 MGAL
0. Inches over weir: 8.311 in
0. pH: 7.60
0. Specific Conductivity: 1782 µS/cm
17. The following readings were taken from the flow meter at the Mid Weir @ 13:13.
1. Flow: 3.16 MGD
1. Totalizer: 46.3895 MGAL
1. Inches over weir: 3.913 in
17. The following readings were taken from the flow meter at the East Weir at 13:15.
2. Flow:  2.84 MGD
2. Totalizer:  6.6742 MGAL
2. Inches over weir: 3.606 in
2. pH: 7.66
2. Specific Conductivity: 1778 µS/cm
2. Temperature: 83.1 
1. The mobile command post will be manned by DEQ staff member on 9/16/2011.

