Pearl River Fish Kill Incident Summary: LDEQ 9/20/2011 9:00 AM
1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this morning at the facility.
1. The following readings were taken from the flow meter at the West Weir @ 10:27 AM.
0. Flow: 11.41  MGD
0. Totalizer:  259.9295 MGAL
0. Inches over weir: 9.193 in
0. pH: 7.75
0. Specific Conductivity: 1762 µS/cm
0. Temperature: 81° F
1. The following readings were taken from the flow meter at the Middle Weir @ 10:30 AM.
1. Flow: 4.30 MGD
1. Totalizer: 63.7236 MGAL
1. Inches over weir: 4.791 in
1. The following readings were taken from the flow meter at the East Weir @ 10:32 AM.
2. Flow:  4.22 MGD
2. Totalizer:  21.9623 MGAL
2. Inches over weir: 4.709 in
2. pH: 7.77
2. Specific Conductivity: 1701 µS/cm
2. Temperature:  81° F
1. Final Effluent could not be observed due to high river stage, but has fallen a couple of feet. River Stage is 17.3 feet.
1. DEQ staff will conduct water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
1. No air monitoring is planned for today.
Pearl River Fish Kill Incident Summary: LDEQ 9/19/2011 @4:00 PM
1. DEQ staff manned the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this afternoon at the facility.
5. The following readings were taken from the flow meter at the West Weir @ 12:36.
0. Flow:  10.70 MGD
0. Totalizer:  248.7397 MGAL
0. Inches over weir: 8.819 in
0. pH: 7.68
0. Specific Conductivity: 1900 µS/cm
5. The following readings were taken from the flow meter at the Middle Weir @ 12:39.
1. Flow: 3.80 MGD
1. Totalizer: 58.9884 MGAL
1. Inches over weir: 4.406 in
5. The following readings were taken from the flow meter at the East Weir @ 12:41.
2. Flow:  3.36 MGD
2. Totalizer:  17.4726 MGAL
2. Inches over weir: 4.091 in
2. pH: 7.85
2. Specific Conductivity: 1872 µS/cm
2. Temperature:  85.1° F
5. Final Effluent could not be observed due to high river stage.
1. DEQ staff conducted water quality monitoring of the Upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff. Only one site (Poole’s Bluff) was accessible due to the high water level .  Readings for this site are attached to this situational report.
1. The Pearl River’s current stage is 20.12.’
1. No air monitoring was conducted today. 
Pearl River Fish Kill Incident Summary: LDEQ 9/18/2011 9:00 AM
1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff member conducted a water inspection this morning at the facility.
7. The following readings were taken from the flow meter at the West Weir @ 08:32.
0. Flow:  10.40 MGD
0. Totalizer:  246.9420 MGAL
0. Inches over weir: 8.650 in
0. pH: 7.69
0. Specific Conductivity: 1900 µS/cm
7. The following readings were taken from the flow meter at the Middle Weir @ 08:35.
1. Flow: 3.74 MGD
1. Totalizer: 58.8405 MGAL
1. Inches over weir: 4.362 in
7. The following readings were taken from the flow meter at the East Weir @ 08:37.
2. Flow:  3.33 MGD
2. Totalizer:  16.8997 MGAL
2. Inches over weir: 4.004 in
2. pH: 7.87
2. Specific Conductivity: 1891 µS/cm
2. Temperature:  82.2° F
7. Final Effluent could not be observed due to high river stage.
1. DEQ staff will conduct water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
1. No air monitoring is planned for today.

