Pearl River Fish Kill Incident Summary: LDEQ 9/22/2011 1600 hrs
1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this afternoon at the facility.
1. The following readings were taken from the flow meter at the West Weir @ 1405 hrs.
0. Flow: 10.11  MGD
0. Totalizer: 281.4371  MGAL
0. Inches over weir: 8.508 in
0. pH: 7.69
0. Specific Conductivity: 1900 µS/cm
0. Temperature: 92.00° F
1. The following readings were taken from the flow meter at the Middle Weir @ 1408 hrs.
1. Flow: 3.04 MGD
1. Totalizer: 70.7092 MGAL
1. Inches over weir: 3.831 in
1. The following readings were taken from the flow meter at the East Weir @ 1409 hrs.
2. Flow: 2.92 MGD
2. Totalizer: 28.4944  MGAL
2. Inches over weir: 3.705 in
2. pH: 7.96
2. Specific Conductivity: 1905 µS/cm
2. Temperature:  88.8° F
1. Outfall – no foam
1. DEQ staff conducted water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff. Results attached.

Pearl River Fish Kill Incident Summary: LDEQ 9/22/2011 9:00 AM
1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this morning at the facility.
4. The following readings were taken from the flow meter at the West Weir @ 1006 hrs.
0. Flow:  10.02 MGD
0. Totalizer:  279.7750 MGAL
0. Inches over weir: 8.417in
0. pH: 7.64
0. Specific Conductivity: 1900 µS/cm
0. Temperature 84.4 F
4. The following readings were taken from the flow meter at the Mid Weir @ 1010hrs.
1. Flow: 3.00 MGD
1. Totalizer: 70.2119 MGAL
1. Inches over weir: 3.748 in
4. The following readings were taken from the flow meter at the East Weir @ 1011hrs.
2. Flow:  2.88 MGD
2. Totalizer:  28.0117 MGAL
2. Inches over weir: 3.661 in
2. pH: 7.92
2. Specific Conductivity: 1826 µS/cm
2. Temperature: 83.1 F
4. River stage 12.49 ft. Outfall – no foam/no sheen.
1. DEQ staff will conduct water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
1. No air monitoring is planned for today.
Pearl River Fish Kill Incident Summary: LDEQ 9/21/2011 4:00 PM
1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this afternoon at the facility.
8. The following readings were taken from the flow meter at the West Weir @ 2:05 PM.
0. Flow: 9.84  MGD
0. Totalizer: 271.7154  MGAL
0. Inches over weir: 8.366 in
0. pH: 7.73
0. Specific Conductivity: 1700 µS/cm
0. Temperature: 86° F
8. The following readings were taken from the flow meter at the Middle Weir @2:10 PM.
1. Flow: 2.96 MGD
1. Totalizer: 67.7201 MGAL
1. Inches over weir: 3.748 in
8. The following readings were taken from the flow meter at the East Weir @ 2:12 PM.
2. Flow: 2.78 MGD
2. Totalizer: 25.7454  MGAL
2. Inches over weir: 3.551 in
2. pH: 7.38
2. Specific Conductivity: 1548 µS/cm
2. Temperature:  87.3° F
8. Final Effluent could not be observed due to high river stage.. River Stage is 13.98 feet at 2:00 PM.
1. DEQ staff conducted water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
Pearl River Fish Kill Incident Summary: LDEQ 9/21/2011 9:00 AM
1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this morning at the facility.
11. The following readings were taken from the flow meter at the West Weir @ 09:39.
0. Flow:  10.00 MGD
0. Totalizer:  269.8638 MGAL
0. Inches over weir: 8.465in
0. pH: 7.73
0. Specific Conductivity: 1700 µS/cm
0. Temperature 83.8 F
11. The following readings were taken from the flow meter at the Mid Weir @ 09:43.
1. Flow: 3.10 MGD
1. Totalizer: 67.1574 MGAL
1. Inches over weir: 3.961 in
11. The following readings were taken from the flow meter at the East Weir @ 09:46.
2. Flow:  3.07 MGD
2. Totalizer:  25.2179 MGAL
2. Inches over weir: 3.697 in
2. pH: 7.43
2. Specific Conductivity: 1636 µS/cm
2. Temperature: 81.0 F
11. Final Effluent was submerged.
1. DEQ staff will conduct water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
1. No air monitoring is planned for today.
Pearl River Fish Kill Incident Summary: LDEQ 9/20/2011 4:00 PM
1. DEQ staff is manning the Command Post at the Temple Inland facility.
1. DEQ staff conducted a water inspection this afternoon at the facility.
15. The following readings were taken from the flow meter at the West Weir @ 2:12 PM.
0. Flow: 10.83  MGD
0. Totalizer: 261.6609  MGAL
0. Inches over weir: 8.902 in
0. pH: 7.74
0. Specific Conductivity: 1807 µS/cm
0. Temperature: 85° F
15. The following readings were taken from the flow meter at the Middle Weir @2:15 PM.
1. Flow: 3.80 MGD
1. Totalizer: 64.3539 MGAL
1. Inches over weir: 4.350 in
15. The following readings were taken from the flow meter at the East Weir @ 2:17 PM.
2. Flow: 3.79 MGD
2. Totalizer: 22.5881  MGAL
2. Inches over weir: 4.406 in
2. pH: 7.98
2. Specific Conductivity: 1730 µS/cm
2. Temperature:  85.4° F
15. Final Effluent could not be observed due to high river stage, but has fallen a couple of feet. River Stage is 17.3 feet.
1. DEQ staff conducted water quality monitoring of the upper Pearl River from the Hwy 10 boat launch to Poole’s Bluff.
1. No air monitoring is planned for today.

