Pearl River Fish Kill Incident Summary: LDEQ 9/4/2011 – PM Summary

•	DEQ staff conducted water quality monitoring of the upper Pearl River from the bank at Hwy 10 Boat Launch, Richardson Landing Boat Launch, and Poole’s Bluff Boat Launch.
•	The following readings were taken from the flow meter at the West Weir:
o	Instantaneous flow rate – 22.63 MGD
o	Totalizer – 67.3092 MGAL
o	Inches Over Weir – 14.500”
o	pH – 7.6
o	Conductivity – 1364 µs
•	The following readings were taken from the flow meter at the Middle Weir:
o	Instantaneous flow rate – 4.72 MGD
o	Totalizer – 6.5596 MGAL
o	Inches above weir – 5.102”
•	The East Weir was not overflowing at the time of our visit.
•	The following readings were taken from the meter monitoring the final effluent:
o	pH – 7.79
o	Temp – 81° F
o	Conductivity – 1352 µs
•	A visual observation of the discharge was conducted:
o	 No sheen was observed from the outfall at the Pearl River.
o	Some foaming was noted in the Pearl River at the outfall. Mr. Alban Bush corrected this condition by adjusting the defoaming agent. No foam was noted at the time of departure.

•	Due to weather conditions the facility’s monitoring crew was not able to get on the river, so monitoring was conducted from the banks.  The facility added gravel to the road along the pond to help improve driving conditions. Facility operators were told that they should not attempt to sample if weather/rain/wind is making conditions unsafe to perform these activities.  According to Mr. Bush weather conditions did not prevent monitoring at the pond.  Monitoring was being conducted as scheduled.



Pearl River Fish Kill Incident Summary: LDEQ 9/4/2011  – AM Summary

•	DEQ staff arrived at the facility’s wastewater pond at 8:45 AM to verify plant operations and conduct water quality monitoring of the upper Pearl River.
•	According to Alban Bush, Environmental Manager, facility is operating normally.
o	The middle weir was lowered due to rainfall
•	A visual observation of the discharge was conducted:
o	  No foam or sheen was observed from the outfall at the Pearl River.
•	The following readings were taken from the flow meter at the West Weir:
o	Instantaneous flow rate – 23.86 MGD
o	Totalizer – 63.7479 MGAL
o	Inches Over Weir – 15.433”
o	pH – 7.76
o	Conductivity – 1556 µs
•	The following readings were taken from the flow meter at the Middle Weir:
o	Instantaneous flow rate – 5.77 MGD
o	Totalizer – 5.7564 MGAL
o	Inches above weir – 5.831”
•	The East Weir was not overflowing at the time of our visit.
•	The following readings were taken from the meter monitoring the final effluent:
o	pH – 7.92
o	Temp – 79.0° F
o	Conductivity – 1415 µs

•	Water quality monitoring will be conducted at Hwy 10 Boat Launch, Richardson Landing Boat Launch, and Pool’s Bluff Boat Launch.(Weather permitting)
  

