
Pearl River Fish Kill Incident Summary: LDEQ 9/7/2011 4:00PM


1. DEQ staff member manned the Incident Command Post at the Temple Inland facility.
1. A water inspection was conducted by DEQ staff members at the facility this morning.  Data from the inspection was reported on the 09:00 Sitrep.  No air monitoring will be conducted around Bogalusa or the facility today.
1. DEQ staff members conducted water quality monitoring of the upper Pearl River from the Hwy 10 boat launch at the Pearl River to Poole’s Bluff.  
1. A visual observation of the discharge was conducted:
1.  Foam observed flowing from upstream and downstream of outfall.  No visible sheen observed
1. The following readings were taken from the flow meter at the West Weir @ 13:26
1. Instantaneous Flow-  14.05 MGD
1. Totalizer-  121.8535 MGAL
1. Inches Over Weir-  10.591”
1. pH-  7.50
1. Conductivity-  1889  µS/cm
1. The following readings were taken from the flow meter at the Middle Weir @ 13:31
1. Instantaneous Flow-  1.70 MGD
1. Totalizer-  15.3531 MGAL
1. Inches Over Weir-  2.591”
1. The East Weir was not overflowing at the time of our visit.
1. The following readings were taken from the meter monitoring the final effluent @ 13:32
1. pH-  7.82
1. Conductivity-  1819 µS/cm
1. Temp-  84.2 ° F

