Pearl River Fish Kill Incident Summary: LDEQ 9/08/2011 4:00PM


         DEQ staff member manned the Command Post at the Temple Inland facility.
         A water inspection by DEQ staff was conducted at the facility this afternoon. The following observations were noted:
o    The following readings were taken from the flow meter at the West Weir @ 13:23
  Instantaneous Flow:  10.27 MGD   
  Totalizer:  133.1770 MGAL 
  Inches Over Weir:  8.567” 
  pH:  7.66
  Conductivity:  2006  µS/cm 
o    The following readings were taken from the flow meter at the Mid Weir @ 13:27
  Instantaneous Flow:  3.25 MGD 
  Totalizer:  18.2434 MGAL 
  Inches Over Weir:  3.969” 
  pH:  --
  Conductivity:  --
o    The following readings were taken from the flow meter at the East Weir 
  No flow.
o    The following readings were taken from the flow meter at the Final Effluent Weir @13:28 
  Instantaneous Flow: --
  Totalizer: --
  Inches Over Weir:  --
  pH:   7.91
  Conductivity: 2016 
  Temperature: 80.6 F
o    Outfall
  No observation noted due to flooding of the access road.
         DEQ staff members conducted river water quality monitoring between Hwy 10 and the Pearl River Boat launch and Poole’s Bluff.  The monitoring results are attached to this report.
         No air monitoring was conducted today.


Pearl River Fish Kill Incident Summary: LDEQ 9/08/2011 9:00AM


         DEQ staff member manned the Command Post at the Temple Inland facility.
         A water inspection was conducted at the facility this morning.
o    The following readings were taken from the flow meter at the West Weir @ 07:45
  Instantaneous Flow:  9.92 MGD T
  Totalizer:  130.7741 MGAL 
  Inches Over Weir:  8.421” 
  pH:  7.65
  Conductivity:  1889  µS/cm 
o    The following readings were taken from the flow meter at the Mid Weir @ 07:49
  Instantaneous Flow:  3.43 MGD 
  Totalizer:  17.4588 MGAL 
  Inches Over Weir:  4.114” 
  pH:  --
  Conductivity:  --
o    The following readings were taken from the flow meter at the East Weir 
  No flow.
o    The following readings were taken from the flow meter at the Final Effluent Wier @ 07:51 
  Instantaneous Flow: --
  Totalizer: --
  Inches Over Weir:  --
  pH:   --
  Conductivity: -- 
  Temperature: 73.8
o    Outfall
  No observation noted due to flooding of the access road.
         DEQ staff members will conduct river water quality monitoring between Hwy 10 and the Pearl River Boat launch and Poole’s Bluff.
         No air monitoring is planned today.

