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[bookmark: TOC_Sect147]§503.	Standards Governing Solid Waste Accumulation and Storage
	A.	…
		1.	No solid waste shall be stored or allowed to be stored long enough to cause a nuisance, health hazard, or detriment to the environment as determined by the administrative authority, and after November 20, 2011, no solid waste shall be stored on-site for greater than one year without approval from the Office of Environmental Compliance. The facility shall maintain records indicating the time frame during which waste has been stored.
		2.	Containers storingused for solid waste shall to the maximum extent possible:
			a.	prevent access by rodents and insects;  
			b.	minimize the escape of odors to the maximum extent possible; and
			c.	keep out water and prevent leakage.
	A.3. — C.2.	…
	AUTHORITY NOTE:	Promulgated in accordance with R.S. 30:2001 et seq., and in particular R.S 30:2154.
[bookmark: TOC_Sect148]	HISTORICAL NOTE:	Promulgated by the Department of Environmental Quality, Office of the Solid and Hazardous Waste, Solid Waste Division, LR 19:187 (February 1993), amended by the Office of the Secretary, Legal Affairs Division, LR 33:1033 (June 2007), LR 34:613 (April 2008), LR 37:3236 (November 2011) repromulgated LR 37:3509 (December 2011), LR 52


§505.	Standards Governing Collectors and Off-Site Transporters of Solid Waste
	A. — A.2.	…
			a.	The bodies of transport vehicles used to transportcontaining trees, tree limbs, construction materials, or metals shall contain such waste without allowing materials to fall or blow off the vehicle.
			b.	The bodies of vehicles used to collect or transport all other solid waste, and contains such waste, shall be covered at all times, except during loading and unloading, in a manner that prevents rain from reaching waste, inhibits access by rodents and insects, prevents waste from falling or blowing from the vehicle, minimizes escape of odors, and does not create a nuisance.
			c.	The bodies of transport vehicles used for the transportation ofcontaining ash shall be leak-resistant and covered so as to prevent emissions.
		3.	…
		4.	The interior and exterior of the body of a vehicle used to transport putrescible solid waste shall be washed down as often as needed to ensure thatminimize odors generated by putrescible matter are minimized.
	B. — D.	…
	AUTHORITY NOTE:	Promulgated in accordance with R.S. 30:2001 et seq., and in particular R.S. 30:2154.
	HISTORICAL NOTE:	Promulgated by the Department of Environmental Quality, Office of Solid and Hazardous Waste, Solid Waste Division, LR 19:187 (February 1993), repromulgated by the Office of the Secretary, Legal Affairs Division, LR 33:1033 (June 2007), LR 52:
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§507.	Standards Governing Collection Facilities for Solid Waste
	A. — C.2.	…
		3.	Containers shall be constructed and maintained to minimize odors and access by rodents and insects to the maximum extent possible.
	C.4. — F.	…
	AUTHORITY NOTE:	Promulgated in accordance with R.S. 30:2001 et seq.
	HISTORICAL NOTE:	Promulgated by the Department of Environmental Quality, Office of Solid and Hazardous Waste, Solid Waste Division, LR 19:187 (February 1993), amended by the Office of Environmental Assessment, Environmental Planning Division, LR 26:2609 (November 2000), amended by the Office of the Secretary, Legal Affairs Division, LR 33:1034 (June 2007), LR 37:3236 (November 2011), LR 52:

